@ Stand Alone gas igniters

2000 series - screw @
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Qutlets: 2-4-5-6
Supply Voltage (VAC) 120; 220 - 240
Tabs: LV 6,3x0,8 - HV 2,8x0,8

1000 series - screw

e

csv

@

Qutlets: 5
Supply Voltage (VAC) 120 -240; 220 -240
Tabs: LV 6,3x0,8 - HV 2,8x0,8

800 series - screw
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Outlets: 2-4 -6

Supply Voltage (VAC) 120 -240; 220 -240
EMC Filter: on demand

Tabs: LV 6,3x0,8 - HV 2,8x0,8
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2200 series integrated switch
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Qutlets: 2 - 4
Supply Voltage (VAC) 220 - 240
Tabs: LV 6,3x0,8 - HV 2,8x0,8

500 series - screw

e

csv

B

Outlets: 2-4-6-8

Supply Voltage (VAC) 120 -240; 220 -240
S.\oltage (Wdc): 1,5; 9; 12

EMC Filter: on demand

Tabs: LV 6,3x0,8 - HV 2,8x0,8
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2000 series - snap
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Outlets: 2-4-5-6
Supply Veltage (VAC) 120; 220 - 240
Tabs: LV 6,3x0,8 - HV 2,8x0,8

1000 series - snap
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Outlets: 5
Supply Voltage (VAC) 220 - 240
Tabs: LV 6,3x0,8 - HV 2,8x0,8

800 series - snap

e

csv.

[

Outlets: 2-4 -6

Supply Veltage (VAC) 120 -240; 220 -240
EMC Filter: on demand

Tabs: LV 6,3x0,8 - HV 2,8x0,8
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250 series integrated switch
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Outlets: 2 - 4
Supply Veltage (VAC) 120; 220 - 240
S.Voltage (Wdc): 1,5; 9; 12

EMC Filter: on demand

Tabs: LV 6,3x0,8 - HV 2,8x0,8

900 series

Gas igniters
with integrated terminal block
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Qutlets: 2-4 -6

Supply Voltage (VAC) 120; 220 - 240
EMC Filter: on demand

Tabs: screw connection

HV 2,8x0,8

Customized Solution @

Design: on demand

COMERCIAL

LV: Low Voltage
HV: High Voltage

Legenda



